
• Construction

• Industry

• Mining

• Aviation

• Agriculture

• Military

PORTABLE HEATERSPORTABLE HEATERS

Models G90 and M180
Features:
•	Stainless steel heat exchanger
•	CSA approval
•	High efficiency heat exchanger
•	Quiet Operation
•	Light construction for easy mobility

Clean, Safe, 

Reliable Portable 

Heat - wherever 

you need it – 

indoors or out!



1500 Notre Dame
Winnipeg, MB  R3E 0P9
Toll Free: 1 888 792 0374
Direct: (204) 775 8252
Fax: (204) 783 6794
Web: www.frost-fighter.com
Corporate: www.ice-ww.com

Temporary Heating Equipment Since 1965

Clean, Safe,
Economical,
High Capacity
Heating 
anywhere
you want it!

•	 Vented burning for safe use 	
in confined areas

•	 Service is a breeze

•	 Fast parts supply

Unlike a direct-fired heater, the 
Frost Fighter provides clean air, free 
from moisture and contaminated 
fumes. Quick connect duct attach to 
the front cap outlet and enable the 
user to disburse the heated air over 
a large area, with an optional remote 
thermostat control for maintaining 
desired temperature levels.

The Frost Fighter is portable and 
simple to operate – all parts have 
easy access for quick service and 
routine maintenance.

With over 35 years of proven 
reliability and rugged durability 
even in extreme climates, the Frost 
Fighter continues to be a leader for 
temporary heating needs.

Meets OSHA Standards 
Specifications

*	No. 1 fuel oil or kerosene is recommended when the ambient temperature is less than 8 F (-10C)
	 Discharge temperature (@50F ambient). Specifications are subject to change without prior notice.

Your dealer/distributor is:

	 Model	 Gryp 90AP	 Mirage 180H
	
	 Heat Output Btu/hr	 89,400	 180,900

	 Efficiency %	 81.6	 87.1

	 Air Output ft3/min	 475	 1,475

	 Motor Power W	 300	 460

	 Fuel Cons. US gal/hr	 0.68	 1.28

	 Tank Capacity gal	 12.15	 13.47

	 Voltage V-Hz	 115-60	 115-60

	 Weight lb	 95	 168

	 Dimensions (LxWxH) in	 37x22x25	 55x24x31

	 Air Outlet Dia. In	 10	 12	

	 Stack Dia. In	 6	 6

	 Fuel System pressure	 Low	 High

	 Air Outlet	 1 @ 12” diameter	 1 @ 12” diameter

	 Approval	 CSA	 ETL

	 Optional Equipment:	 Canvas duct 	 Remote Thermostat


